
The latest Dynamic Series from Lighthouse is an all-in-one LED Display 
with a 1.8mm, 2.4mm & 2.5mm pixel pitch which provides a reliable,  
trouble-free video solution for indoor applications.

Lighthouse’s A2.4 (2.4mm pixel pitch) is BS476 Part 7 Class 1 fire proof 
test certified providing an extra level of safety for those environments of 
higher fire risks.

The main advantage of LED displays is the module replacement feature. 
The Dynamic Series has detachable LED intelligent modules (“IM”) which 
can be simply removed and replaced in the event of dead pixel in IM base 
without replacing the whole screen.
 

Applications

Shopping malls/ Retail shops

Hypermarkets / Supermarkets

Corporate areas such as lobbies and conference rooms

Transportation hubs such as airports and stations 

Schools / Museums / Art Centers / Exhibition spaces

Hotels

* Lighthouse reserves the right to change any specifications without notice

* A1.8 -118” require 2 AC sockets to achieve 800 nits.  Single AC socket version is 600 nits only

Visual Characteristics

Modular Characteristics

Ingress Protection (Front/ Rear)

Lifetime (50% Brightness)

Aspect Ratio

Panel Width

Panel Height

IP

hrs

IP40 / IP20

≥100000

Nits

Deg.

Deg.

R/G/B

mm

Bit

mm/ft

mm/ft

SMD 3-in-1

1.8

16

Environmental

Brightness

Visual Viewing Angle – Horizontal

Visual Viewing Angle – Vertical

Pixel Configuration

Pixel Pitch

Processing Depth

Panel Depth mm/ft 38.2 / 0.13

Visual Pixel w x h

Panel Weight kg/lb

104”89” 104” 118”

15.25:9

1190.4 / 3.90

1982.4 / 6.50

72 /159

640 x 1080

16:9

2342.4 / 7.69

1334.4 / 4.38

90 / 198

1280 x 720

15.43:9

2630.8 / 8.63

1551.2 / 5.09

38 / 0.125

116 / 255

1440 x 840

160 (+80 / -80)

800 800*600

160 (+80 / -80)

SMD 3-in-1

1.8

16

160 (+80 / -80)

160 (+80 / -80)

600

160 (+80 / -80)

160 (+80 / -80)

SMD 3-in-1

2.4

16

2342 / 7.8

1334 / 4.38 

960 x 540

16:9

IP40 / IP20

≥100000

A1.8 A2.4

118”

A1.8 / A2.5 A1.8 / A2.5 

89”

A2.5 – Poster 

80”

104”

A1.8 / A2.4 / A2.5

Number of spare LED Intelligent Module (“IM”)

Spare parts and accessories
2 3 3 4

Visual Characteristics

Modular Characteristics

Ingress Protection (Front/ Rear)
Lifetime (50% Brightness)

Aspect Ratio

Panel Width

Panel Height

IP
hrs

IP40 / IP20
≥100000

Nits

Deg.

Deg.

R/G/B

mm

Bit

mm/ft

mm/ft

1000

160 (+80/-80)

160 (+80/-80)

SMD 3-in-1

2.571

16

Environmental

Brightness

Visual Viewing Angle – Horizontal

Visual Viewing Angle – Vertical

Pixel Configuration

Pixel Pitch

Processing Depth

Panel Depth mm/ft 38.2 / 0.13

Visual Pixel w x h

Panel Weight kg/lb

89”

1190.4 / 3.90

1982.4 / 6.50 

15.25:9

756 x 448

72 / 159

Poster (80")

8:27

614 / 2.02

1982 / 6.50

30 / 66

224 x 756

118”

1550 / 5.09

2630 / 8.63

15.43:9

1008 x 588

125 / 276

104"

16:9

2342 / 7.68

1334 / 4.38

80 / 176

896 x 504

A2.5
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Each IM module is affixed to a high-rigidity aluminum back 
frame which enhances structural rigidity and achieves 
excellent flatness at the same time. This can also help 
speeding LED module cooling so as to extend service life.

High Strength, Aluminum Module 
Backplane 

Content, Brightness, Contrast and other key parameters are adjustable 
easily through the customized content management Apps.

One Apps Control

Performance

Supreme image quality
The Dynamic LED Display Series uses High Quality SMD LEDs that offer a 
number of integrated advantages :
   Longevity (>100,000 hrs @ 50% brightness)
   Superior color depth and clarity
   Excellent pixel-to-pixel and module-to-module color matching
   Wide viewing angle of 160° for both horizontal and vertical 
   configurations to maximize the reach of audiences

Synchronous/Asynchronous
Playing System

The contents could either be input directly 
with “Auto-Scaling” through HDMI input or 
be preloaded and managed by fixed or 
portable Windows, IOS & Android devices 
via USB, WIFI, or network cable connection 
to improve service efficiency.

Dynamic LED Display

The Dynamic LED Display Series can be wall-mounted, or 
free-standing. A customized stand is available upon request.  It can 
also be rotated to portrait or landscape orientation to meet 
different requirements. 

Multi-functional Displays

The Dynamic LED Display is equipped with a professional 
magnetic tool which can install or dismantle IMs quickly and easily.

The Display adopts an auto-addressing design which allows for 
individual module replacement without interrupting the whole 
system. This is a simple  operation  by any skill levels of users.

Front Maintenance

Design
Simple & Clean

The Dynamic LED Display maximizes enjoyment with a clean 
panel design without bulges or untidy cables at the back. The 
clutter-free approach enhances the overall aesthetics of the 
product.  
 
The entire display is simple and elegant, less than 40 mm thick, 
and extremely light. 
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Download 
Lighthouse Dynamic App :


